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60多年来, (株)WISE一直在压力, 温度, 气体, 流量和液位测量领域, 不断追求技

术创新和提升卓越品质.

WISE是由多个产品事业部门及服务中心并在全球60多家设有分销商的拥有独

立组织体系的仪器仪表专业公司. 公司以先进的制造设施和专业的技术管理团队

将优秀的产品设计, 生产, 售后服务和产品分销网络有机地联系在一起.

公司简介
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Beyond Instruments Wiser

WISE基于多年积累的专业技术知识, 将继续迎接新的, 令人兴奋的挑

战, 致力于产品的创新更新换代和多样化以应对客户不同的应用场景, 

并不断改善售前售后服务, 保持与客户的良好互动关系.
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243
沿革

1965.05
成立又进仪器工业有限公司

1986.12
建立附属研究机构

2008.01
成立 WISE 富川工厂

2008.05
成立上海法人公司

(伟籽贸易(上海)有限公司)

2020.01
WISE 华城工厂搬迁到始华工厂

2025.01
成立越南办事处

2018.07
成立 WISE 首尔办公室 

员工

信用等级

A+
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我们的产品用于所有工业过程的压力, 温度, 气体, 流量和液位测量, 

分析和控制, 包括可再生能源, 半导体(特气供应系统), 食品和饮料, 

生物技术, 制药和钢铁, 造船, 发电, 石油, 天然气和化.

销售额 CAGR国内/国外代理商

累计客户

代表产品

13,000

15,000,000+

19%
100
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Ultra High Purity

Information

超高纯度测量是保证半导体和显示行业最高质量的关键技术. 

超纯气体和化学品的精确控制直接影响产量和工艺�定性. 

我们的超高清洁解决方案最大限度地减少了污染, 保持了清洁度, 

确保了在洁净室和先进制造环境中所需的最高可靠性和精度.
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UPT Series
Ultra High Purity Pressure Transmitter

ACCURACY: ±0.25% of span
WORKING TEMPERATURE: Ambient: 
-20~70°C | Fluid: -20~100°C
PRESSURE CONNECTION: 316L SS, 
surface finish Ra ≤ 0.13μm

ACCURACY: ±0.25% of span
WORKING TEMPERATURE: Ambient: 
-20~80°C | Fluid: -20~100°C
PRESSURE CONNECTION: 316L SS, 
surface finish Ra ≤ 0.13 μm

PT850 UPT861, UPT862, UPT863

UFS Series
Excess Flow Switch

UBS Series
Temperature Switch

ALARM POINT: 5 / 10 / 25 / 50 / 100 slpm
ACCURACY: ± 10%
OPERATING TEMPERATURE: 
-40~80°C
MATERIAL: 316L SS Double melt

ENCLOSURE RATING: IP65
PERMISSIBLE TEMPERATURE: 
-20~115°C

UFS100 UBS100

UPT Series
Ultra High Purity Pressure Transmitter

ACCURACY: ±0.5% of full span
PRESSURE RANGE: -0.1, 0~1MPa
WORKING TEMPERATURE: -20~80°C
PRESSURE CONNECTION: 1.125” W or 
C Seal

ACCURACY: ±0.2% of full span
PRESSURE RANGE: -0.1, 0~35MPa
WORKING TEMPERATURE: -20~80℃
PRESSURE CONNECTION: 316L SS, 
surface finish Ra ≤ 0.13μm
·Swivel male or female face seal fitting
EXPLOSION PROTECTION: Ex ia, nA, e

ACCURACY: ±0.2% of full span
PRESSURE RANGE: -0.1, 0~1MPa
WORKING TEMPERATURE: -20~80℃
PRESSURE CONNECTION: 316L SS, 
surface finish Ra ≤ 0.13μm
·1.125” W or C Seal

ACCURACY: Pressure: ±0.2% of full 
span | Temperature: ±(0.15+0.002 |t|)
PRESSURE RANGE: -0.1~21MPa
WORKING TEMPERATURE: -20~80℃
PRESSURE CONNECTION: 316L SS, 
surface finish Ra ≤ 0.13μm
·Swivel male or female face seal fitting
·1.125” W or C Seal

UPT100, UPT200
Display Type PT

UPT300 Series
High Perfomance PT

UPT400 Series
High Perfomance PT

UPT700 Series
Hybrid Thermo-Pressure PT

CPT Series
Acid Proof and Chemical Resistant Pressure Transmitter

ACCURACY: ±0.5% of full span
PRESSURE RANGE: 0 to 400...800kPa | 
0 to 0.4...0.8 MPa
WORKING TEMPERATURE: 15~90℃
PROCESS CONNECTION: 1/4”, 3/8”, 
1/2” Straight MF, MP, PT Thread male

ACCURACY: ±0.05% of span, ±0.075% 
of span
TURN DOWN: Adjustable up to 100:1 
range ability
DEGREE OF PROTECTION: IP66/IP67

DISPLAY: 3-digit display
ACCURACY: ±0.5% of full span
PRESSURE RANGE: 0 to 400...800kPa | 
0 to 0.4...0.8MPa
WORKING TEMPERATURE: 15 ~ 90℃
PROCESS CONNECTION: 1/4”, 3/8”, 
1/2” Straight MF, MP, PT Thread male

ACCURACY: ±0.5% of full span
PRESSURE RANGE: 0 to 400...800kPa | 
0 to 0.4...0.8MPa
WORKING TEMPERATURE: 15 ~ 90℃
PROCESS CONNECTION: 3/4” Flow 
through MF

CPT100 SMT2000CPT200 CPT300

SMT Series
Smart Transmitter
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PRESSURE

WISE Control Inc.

Information

压力是确保过程�定和安全的关键因素. 我们的压力测量解决

方案为半导体, 石化和发电厂等行业提供精确的监控和可靠的

控制. 凭借广泛的产品系列和专业功能, 我们提供符合客户需

求的最优测量解决方案.
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DIAL: 40, 50, 60, 7, 100, 150 and 200mm
RANGE: 0~0.2 to 0~10 MPa, 
-0.1~0 to 0~100MPa
CASE: Black finished steel
ELEMENT: Brass, 316SS

DIAL: 40 and 50mm
RANGE: 0~3.5MPa
CASE: 304SS
ELEMENT: 316SS

DIAL: 60 and 100 mm
RANGE: -0.1~0 to 0~35MPa
CASE: Polycarbonate
ELEMENT: Brass, 316SS

DIAL: 63, 80, 100 and 160mm
RANGE: -0.10 to 0~200MPa
CASE: 304SS
ELEMENT: 316SS

DIAL: 100 and 160mm
RANGE: -0.1~0 to 0~4 MPa
CASE: 304SS
ELEMENT: 316SS

DIAL: 63, 100 and 160mm
RANGE: -0.1~0 to 0~200MPa
CASE: 304SS
ELEMENT: 316SS

P110

P221

P140

P252 P256 P257

P100 Series

P200 Series

Brass Internal Pressure Gauge

Stainless Steel Internal Pressure Gauge

DIAL: 100mm
RANGE: 0~0.4 to 0~3.5MPa
CASE: Black painted aluminium
ELEMENT: 316SS

DIAL: 125mm
RANGE: -0.1~0 to 0~200MPa
CASE: PBTB
ELEMENT: 316SS

DIAL: 110(W)ｘ110 mm(H)
RANGE: 0~1 and 0~1.2MPa
CASE: Black painted aluminium
ELEMENT: 316SS

P336 P359P338

P300 Series
Duplex Pressure Gauge(Special Type Gauges)
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DIAL: 100 and 160mm
RANGE: 0~1 to 0~50kPa | 0~0.1 to 
0~1.5MPa
CASE: 304SS
ELEMENT: 316L SS, Monel

DIAL: 100 and 150mm
RANGE: -35~0 to 0~35kPa
CASE: 304SS
ELEMENT: 316L SS

DIAL: 100 and 160mm
RANGE: -0.1~0 to 0~200MPa
CASE: 304SS
ELEMENT: 316SS

DIAL: 100 and 160mm
RANGE: 0~4 to 0~40kPa | 0~60kPa to 
0~2.5MPa
CASE: 304SS
ELEMENT: 316Ti, Duratherm600/316L SS

DIAL: 100 and 150mm
RANGE: -1~0 to 0~35kPa
UPPER FLANGE: 304SS, 316SS
DIAPHRAGM: 316L SS

DIAL: 100 and 150mm
RANGE: -0.1~0 to 0~100MPa
CASE: Black finished aluminium
ELEMENT: 316SS

DIAL: 150mm
RANGE: 0~25kPa to 0~0.25MPa | 0~0.4 
to 0~2.0MPa
CASE: ALDC12.1, Black painted
ELEMENT: 316L SS, Model & Hastelloy-C

DIAL: 100 and 150mm
RANGE: -35~0 to 0~2kPa
CASE: 304SS
ELEMENT: 316L SS

DIAL: 100mm
RANGE: -0.1~0 to 0~200MPa
CASE: 304SS
ELEMENT: 316SS

DIAL: 100 and 160 mm
RANGE: 0~4kPA to 0~2.0MPa
CASE: 304SS
ELEMENT: 316L SS, Monel and 
Hastelloy-C

DIAL: 100mm
RANGE: -0.1~0.1 to -0.1~2MPa
CASE: 304SS
ELEMENT: 316SS

P620

P421

P500

P660

P428, P429

P530

P640

P422

P520

P670

P590

P600 Series

P400 Series

P500 Series

Differential Pressure Gauge & Switch

Low Pressure Gauge

Inductive & Electrical Contact Type Pressure Gauge
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RANGE: -0.1~2.5MPa | 0~35MPa
UPPER FLANGE: 304SS, 316SS, Monel, 
Hastelloy-C
DIAPHRAGM: 316L SS, Monel, 
Hastelloy-C, Titanium…

RANGE: -0.1~0 to 0~35MPa
CASE: ALDC 12.1(Silver gray painted)
ELEMENT: 316SS

DIAL: 100 and 160mm
RANGE: 0~40kPA(Flange 150mm) |
0~2.5Mpa(Flange 100mm)
UPPER FLANGE: 30SS, 316SS
DIAPHRAGM: 316Ti, Duratherm600

RANGE: 15kPA to 0.4MPa
CASE: ALDC 12.1(Silver gray painted)
ELEMENT: 316L SS, Viton

FILLING LIQUID: Silicone oil
UPPER FLANGE: 304SS, 316SS, 
Titanium, Monel
DIAPHRAGM: 316L SS, Hastelloy-C, 
Titanium, Tantalum, Monel

DIAL: 100mm(P980) | 125mm(P990)
RANGE: -0.1~0 to 0~35MPa(P980), 
-0.1~0 to 0~40MPa(P990)
CASE: ALDC 12.1(Silver gray painted)
ELEMENT: 316SS

DIAL: 50, 63, 80 and 100mm
RANGE: -0.1~0MPa to 0~5MPa
CASE: 304SS  DIAPHRAGM AND SEAL 
HOUSING: 316L SS, Hastelloy-C, 316SS
SYSTEM FILLING FOOD GRADE OIL: 
FDA Certified

RANGE: 0.3kPA to 15MPa | -1.0~0.15 bar
CASE: ALDC 12.1(Silver gray painted)
ELEMENT: 316L SS, Monel, Hastelloy-C

P710, P720, P730

P940

P770

P970

P790

P980, P990

P752S

P953

P700 Series

P900 Series

Diaphragm Seal Type and Pressure Gauge

General & Explosion Proof Pressure Switch

DIAL: 35, 50 and 63mm
RANGE: 0~28MPa
CASE: 304SS  ELEMENT: 316L 
SSPROCESS CONNECTION: Surface 
finish Ra ≤ 0.25㎛(P810, P820)

DIAL: 50mm
RANGE: -0.1~0 to 0~1MPa
CASE: PP Resin
ELEMENT: PFA

DIAL: 28mm
Range: -0.1, 0 ~ 1Mpa
Case: 304SS
ELEMENT: 316L SS

DIAL: 50mm
RANGE: 0~28MPa
CASE: 304SS
ELEMENT: 316L SS

P810, P820, P830 P870P850P840

P800 Series
Ultra High Purity Pressure Gauge & Switch
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TEMPERATURE

Information

温度是决定产品质量和工艺效率的重要指标. 即使在半导体制

造, 制药, 食品加工和电力生产等高要求环境中, 我们的温度测

量设备也能确保快速准确的响应. 它们提供可靠的管理解决方

案, 是保证一致质量的关键选择.
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DIAL: 50, 65, 75, 100, 125 and 150mm
CASE & COVER: 304SS
LOCATION OF STEM: Center back 
connection, Direct
WINDOW: Glass

DIAL: 100 and 150mm
CASE & COVER: 304SS
WINDOW: Tempered safety glass

CASE: Aluminium alloy
STEM: Brass, 316SS, 316L SS

DIAL: 75 and 100mm
CASE & COVER: 304SS
LOCATION OF STEM: Bottom connection, 
Direct
WINDOW: Glass

DIAL: 100 and 150mm
CASE & COVER: 304SS
WINDOW: Tempered safety glass

DIAL: 75 and 100mm
CASE & COVER: 304SS
LOCATION OF STEM: Bottom connection, 
Direct
WINDOW: Glass

DIAL: 100 and 150mm
CASE & COVER: 304SS
WINDOW: Tempered safety glass

DIAL: 75, 100, 125 and 150mm
CASE & COVER: 304SS
LOCATION OF STEM: Center back with 
adjustable stem
WINDOW: Glass

T110

T210

T400

T123

T290

T120

T213

T190

T100 Series

T200 Series

T400 Series

Industrial Bimetal Thermometer

Industrial Gas Filled Thermometer

Glass Thermometer

DIAL: 125mm
CASE & COVER: PBTB
WINDOW: Polycarbonate

DIAL: 125mm
CASE & COVER: PBTB
WINDOW: Polycarbonate

T359 T360

T300 Series
Safety Pattern Type Thermometer
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DIAL: 100 and 160mm
CASE & COVER: 304SS
WINDOW: Safety glass, Polycarbonate

DIAL: 150mm
CASE & COVER: Silver gray finished
WINDOW: Instrument glass
SWITCH TYPE: Micro switch snap action

CASE & COVER: Silver gray finished
WORKING TEMPERATURE: -40~65 °C
SWITCH TYPE: Micro contact type

DIAL: 100mm
CASE & COVER: 304SS
WINDOW: Safety glass, Polycarbonate

DIAL: 100mm
CASE & COVER: 304SS
WINDOW: Safety glass, Polycarbonate

CASE & COVER: Silver gray finished
SWITCH TYPE: Micro switch snap action

CASE & COVER: Silver gray finished
SWITCH TYPE: Micro contact type

ELEMENT: K, E, J, T
HEAD MATERIAL: ALDC, 304SS, 316SS
TOLERANCES ON TEMPERATURE 
READING: Class 2

ELEMENT: K, E, J, T, N
HEAD MATERIAL: ALDC, 304SS, 316SS
TOLERANCES ON TEMPERATURE 
READING: Class 1, Class 2

T510

T931, T932 T953

T530T520

T941, T942 T990

R110 R120(R Series)

T500 Series

T900 Series

Inductive & Electrical Contact Type Thermometer

General & Explosion Proof Temperature Switch(Micro Type)

R100 Series
Metallic Protection Tube & Sheath Type Thermocouple
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ELEMENT: Pt 100Ω at 0℃ | TCR : 
3,850ppm/k
HEAD MATERIAL: ALDC, 304SS, 316SS
TOLERANCES ON TEMPERATURE 
READING: Class A, Class B

ELEMENT: Pt 100Ω at 0℃ | TCR : 
3,850ppm/k
HEAD MATERIAL: ALDC, 304SS, 316SS
TOLERANCES ON TEMPERATURE 
READING: Class A, Class B 

ELEMENT: Pt 100Ω at 0℃ | TCR : 
3,850ppm/k
HEAD MATERIAL: ALDC, 304SS
TOLERANCES ON TEMPERATURE 
READING: Class A, Class B 

ELEMENT: Thermocouple : K, E, J, 
T, N, R, S, B | R.T.D : Pt 100Ω at 0℃
TOLERANCES ON TEMPERATURE 
READING: Thermocouple : Class 1, Class 
2 | RTD : Class A, Class B

R210 R220 R230 R300

R200 Series R300 Series
Metallic Protection Tube & Sheath Type R.T.D Extension Lead Wire 

Thermocouple & R.T.D

BODY MATERIAL: High temperature 
epoxy glass
TEMPERATURE LIMIT: Class F(155℃), 
Class H(180℃)

BODY MATERIAL: High temperature 
epoxy glass
TEMPERATURE LIMIT: Class F(155℃), 
Class H(180℃)

BODY MATERIAL: High temperature 
epoxy glass
TEMPERATURE LIMIT: Class F(155℃), 
Class H(180℃)

R810 R830R820

R800 Series
Stator Winding R.T.D

ELEMENT: Pt 100Ω at 0 ℃ | TCR: 
3,850ppm/k
HEAD MATERIAL: Aluminium casting
TOLERANCES ON TEMPERATURE 
READING: Class A, Class B

ELEMENT: Thermocouple : K, E, J, T, N | 
R.T.D: Pt 100Ω at 0℃
JUNCTION BOX MATERIAL: 
Aluminium(STD), Stainless steel
TOLERANCES ON TEMPERATURE 
READING: Thermocouple : Class 1, Class 
2 | R.T.D : Claass A, Class B

ELEMENT: K, E, J, T, N | R.T.D: Pt 100Ω 
at 0℃
HEAD MATERIAL: ALDC, 304SS, 316SS
TOLERANCES ON TEMPERATURE 
READING: Class A, Class B

ELEMENT: R, S, B, K
HEAD MATERIAL: ALDC, 304SS, 316SS

R430 R500 R600 R700

R400 Series R500 Series R600 Series R700 Series
Resistance Temperature Detector 
For Room And Refrigerator

Multi Point Thermocouple 
And R.T.D

Tubeskin Thermocouple 
And R.T.D

Non-metallic protection 
tube thermocouple
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EXCITATION VOLTAGE: 18~30VDC
ACCURACY: ±0.2% FSO
AMBIENT TEMPERATURE LIMITS: 
-40~65℃
AMBIENT HUMIDITY LIMITS: 5~95% R.H
OUTPUT: 4~20mA

ELEMENT: Thermocouple: K, E, J, T, N | 
R.T.D: Pt 100Ω at 0℃
HEAD MATERIAL: ALDC, 316SS
TOLERANCES ON TEMPERATURE 
READING: Thermocouple : Class 1, 
Class 2 | R.T.D : Class A, Class B

ELEMENT: R.T.D: Pt 100Ω at 0℃
ELECTRICAL RATING: 10mA 4VDCELEMENT: Thermocouple: K, E, J, T, N | 

R.T.D: Pt 100Ω at 0℃
HEAD MATERIAL: ALDC, 316SS
TOLERANCES ON TEMPERATURE 
READING: Thermocouple : Class 1, 
Class 2 | R.T.D : Class A, Class B

R911(with T900) R940(ETR series) R950(ETR10 series)R921, R922, R923, R924 
(RS series)

R900 Series
Explosion Proof T/C & R.T.D

PROCESS CONNECTION: G 3/8”(F) 
(With well type)
MATERIAL: 316L SS
OUTPUT: 4~20mA

GAUGE CONNECTION: G 3/8”(M)
MATERIAL: 316L SS
PROCESS TEMPERATURE: -20 to 200℃

BTT3000 A7100

BTT Series
Slim Type Temperature Transmitter with Integral Type Thermowell

WORKING TEMPERATURE: Ambient: 
-40~65°C
INPUT: Thermocouple: K, J, T, N, E, B, R, 
S | R.T.D: Pt 100Ω at 0°C
OUTPUT: 4~20mA with HART Protocol

WORKING TEMPERATURE: -40~85°C
INPUT: Thermocouple: K, E, N, T, J, B, R, 
S | R.T.D: Pt 100Ω at 0°C
OUTPUT: 4~20mA with HART Protocol

SMT3000 WTT-3100, WTT-3200

SMT Series
Smart Transmitter
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ELEMENT: Thermocouple: K, E, J, T, N, 
R, S, B | R.T.D: Pt 100Ω at 0℃
TOLERANCES ON TEMPERATURE 
READING: Thermocouple: Class 1, 
Class 2 | R.T.D: Class A, Class B

UTE100 UTE300
ELEMENT: Thermocouple: K, E, J, T, N, 
R, S, B | R.T.D: Pt 100Ω at 0℃
TOLERANCES ON TEMPERATURE 
READING: Thermocouple: Class 1, 
Class 2 | R.T.D: Class A, Class B

UTE200
ELEMENT: Thermocouple: K, E, J, T, N, 
R, S, B | R.T.D: Pt 100Ω at 0℃
TOLERANCES ON TEMPERATURE 
READING: Thermocouple: Class 1, 
Class 2 | R.T.D: Class A, Class B

UTE Series
Ultra High Purity Temperature Element

HEATING ELEMENT: Ni-Cr(STD), Fe-
Cr, Kantal
TUBE MATERIAL: 304SS
AMBIENT TEMPERATURE: -40~70℃

MATERIAL: Anodized aluminium(Black 
color)
AMBIENT TEMPERATURE: -60°C ≤
Tamb≤115°C

HEATING ELEMENT: Ni-CrT
UBE MATERIAL: 304SS, 316SS
AMBIENT TEMPERATURE: T3: 
-60~140℃, T4: -60~115℃

H100 H200 H300

H100/H200/H300 Series
Space Heater
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FLOW

Information

流量测量是确保生产效率和安全性的关键技术. 在半导体, 

水处理, 石化和工厂运营等行业中, 我们的流量仪器提供精确

的监测, 以优化流程并提高效率. 设计用于在各种条件下提高

可靠性, 它们增强了运营�定性和客户竞争力.
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LINE SIZE: DN15~DN1000(F100), 
N25~DN600(F500), DN15~DN40(F510)
MATERIAL: Stainless steel, Hastelloy-C, 
etc.

VISIBLE LENGTH: 90~3695mm
MATERIAL: Carbon steel, Stainless steel, 
etc.

LINE SIZE: DN8~DN25(S100), 
DN15~DN150(S110), etc.
MATERIAL: Carbon steel, Stainless steel, 
etc.
MAX.PRESSURE: 2.9MPa MAX.
TEMPERATURE: 300 ℃

LINE SIZE: 2B~48B(DN50~DN1200)
MATERIAL: Carbon steel, 304SS, 316SS 
and 316L SS

FLANGE RATING: 150~900Lb
MATERIAL: Stainless steel, CPVC, With 
Lining, etc.
MAX.PRESSURE: 8MPa MAX. 
TEMPERATURE: 350°C

LINE SIZE: 2B~25B(DN50~DN630)
PRESSURE TAPS: 1D and ½D tap, 
Throat tap
MATERIAL: A182-F11, F22, F91, 
A182-F304, A182-F316 / F316L

VISIBLE LENGTH: 195~3695mm
MATERIAL: Carbon steel, Stainless steel, 
etc.

LINE SIZE: DN8~DN25(S200), 
DN15~DN150(S210), etc.
MATERIAL: Carbon steel, Stainless steel, 
etc.
MAX.PRESSURE: 2.9MPa MAX.
TEMPERATURE: 300℃

LINE SIZE: DN8~DN25(S300), 
DN15~DN150(S310), etc.
MATERIAL: Carbon steel, Stainless steel, 
etc. 
MAX.PRESSURE: 2.9MPa MAX.
TEMPERATURE: 100℃

LINE SIZE: F760(2B~40B), F761(4B~24B)
MATERIAL: 304SS, 316SS, 316L SS and 
Monel

MAX.PRESSURE: 10MPa(L500), 
21.5MPa(L510), etc.
MATERIAL: Carbon steel, Stainless steel

F100, F500, F510

L100

S100, S110

F700

L300

F600

L200

S200, S210 S300, S310

F760, F761

L500, L510

F Series

L Series

S Series

Flow Element

Level Gauge

Sight Glass



24

Certificates List

ISO 9001 ISO 14001 ISO 45001

KS

IECEx FM

NEPSI

ASMEKEPIC

KCs

KR ABS
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LR

PACCSA

3A

DNV

ECAS

BV

EACATEX
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Global Vendor Registration Status


